
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CERAMIC CHIP CAPACTIORS Y5V DIELECTRIC 
 

 

APPLICATION 
The Hi-K (Y5V) dielectrics deliver high capacitance density and are ideally suited for applications where space is at a 
premium, or as replacement for tantalum capacitors. Typical applications include use as by-pass or decoupling elements. 
Best performance is obtained at or near room temperature, with low D.C. bias. 
 

General Specification 
�� Operating temperature range –30℃ ~ +85℃ 

�� Capacitance Range: 2200pF ~ 10.0µF 

�� Capacitance Tolerance: ±20﹪, -20﹪+80﹪ 

�� Voltage Ratings: 10VDC, 16VDC, 25VDC, 50VDC 

�� Dissipation Factor (1 KHz,0.5Vrms, 25℃) 5% Max(50V), 7.5% Max(25V), 9% Max(16V), 15% Max(10V) 

�� Insulation resistance (rated voltage applied at 25℃)10,000 MΩ or 500 Ω-F min 

�� Dielectric strength >2.5X WV. DC. 

 
Characteristics 
Capacitance changeΔC/C25 versus 
temperature T  

 
Capacitance changeΔC/C0 versus 
superimposed dc voltage V 

  
Insulation resistance Rins versus 
Temperature T 

Capacitance changeΔC/C1 versus 
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0805 Y 104 M 500 N T 

SIZE T.C Capacitance-Code Tolerance Voltage Termination-Code Package-Code 
 

0402(2) 
0603(3) 
0805(5) 
1206(6) 

 

 
N=NPO 
B=X7R 
Y=Y5V 

 

Two significant digits ＋
NO. of zeros. Example 
102=1000pf 
223=22000pf 
104=100000pf 

M=±20﹪ 
Z=+80/-20﹪ 

160=16V 
250=25V 
500=50V 
630=63v 

 101=100V 
 

P=PD/AG 
N=NICKEL 
BARNER 

T=Tape/Reel 
 

 

SIZE AND VALUELS AVAILABLE (Y5V) 
Size 0402 0603 0805 1206 

(L) Length 
mm  
(in) 

1.00±0.05 
(0.04±0.006) 

1.60±0.15 
(0.063±0.006) 

2.01±0.20 
(0.080±0.008) 

3.20±0.20 
(0.126±0.008) 

(W) Width 
mm  
(in) 

0.50±0.05 
(0.02±0.002) 

0.80±0.15 
(0.031±0.006) 

1.25±0.20 
(0.050±0.008) 

1.60±0.20 
(0.063±0.008) 

(T) Max.Thickness 
mm  
(in)  

0.55 
(0.022) 

0.9 
(0.35) 

1.30 
(0.051) 

1.50 
(0.059) 

(t)Terminal 
mm  
(in)  

0.30±0.20 
(0.012±0.008) 

0.35±0.15 
(0.014±0.006) 

0.50±0.25 
(0.020±0.010) 

0.50±0.25 
(0.020±0.010) 

W.V.(DC) 16 25 50 10 16 25 50 10 16 25 50 10 16 25 50
Cap 
(pF) 

3300 
3900 
4700 

               

 5600 
6800 
8200 

               

Cap 
(µF) 

0.010 
0,012 
0.015 

               

 0,018 
0,022 
0,027 

               

 0,033 
0,039 
0,047 

               

 0,056 
0,068 
0,082 

               

     0,10 
0,12 
0,15  

    
  

   
 

    

 0,18 
0,22 
0,27 

               

  0,33 
0,39 
0,47 

       

 

       

 0,56 
0,68 
0,82 

               

     1,00 
1,20 
1,50 

   
 

    
 

   
  

 

 1,80 
2,20 
2,70 

               

   3,30 
3,90 
4,70 

           

  

  

 5,60 
6,80 
8,20 

               

 10,00 
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