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PRODUCT SPECIFICATION 

 

TITLE AC INLET 3P WITH FUSEHOLDER  
DOCUMENT NO. REV DESCRIPTION DATE (yyyy/mm/dd) SHEET NO. 

E717-2003 A SEE SHEET 1 2012 /03 /15  2 OF 6 
 

1. Scope 應用範圍 
 
This specification applies to AC Inlet 3P with Fuseholder for case mount of the following rated for Cold 
condition, for class I equipment only, in accordance of IEC 60320-1, EN 60320-1, IEC 60127-6, EN 
60127-6,UL 498 and CSA C22.2. The pins temperature should not exceed to 70 ℃. 
本規範適用於冷狀態一級設備之3P插座，依照 IEC 60320-1、EN 60320-1、IEC 60127-6、

EN 60127-6、UL 498 及 CSA C22.2等規範，插座內插梢之溫度不可超過 70 ℃。 

 

2. Electrical Rating 額定電流/電壓 
 
North America 北美： 10 A 250 V ~ 

Europe 歐洲： 10 A 250 V ~ 

 
3. Materials and Construction 材質與結構 

 
3.1 Materials 材質 

 
Frame： Thermoplastic, PC, UL 94V-0     架構:熱塑性塑膠, 聚碳酸酯 

Pin & Terminals： Copper alloy, Tin plated         插梢 & 端子：黃銅，鍍錫 

 
3.2 Construction 結構 

 
See the figure. 見附圖 
 

3.3 Operating Temperature 工作溫度 
 
– 25 ℃ to + 70 ℃ 
 

3.4 Performance and Procedures 性能及程序 
 
Socket shall be designed to meet the electrical, mechanical and environmental performance 
requirements specified in 4. 
插座設計應滿足電氣、機械及環境測試性能需求，詳細規格說明於 4.節。 
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4. Test Requirement and Procedures 測試條件及程序

Electrical Requirements 電氣特性要求 

Item Requirement Test Methods 
Insulation 
Resistance 
絕緣阻抗

100 MΩ min. 

100 MΩ以上。 

500 VDC applied for one minute between 
adjacent terminals and between adjacent 
terminals and housing. 

測試電壓500 VDC、測試時間1分鐘，在
端子與端子間及端子與本體間。

IEC 60320-1, Section 15 
IEC 60127-6, Section 11 

Electric Strength 
耐電壓強度

No Breakdown. 

無任何損壞。

A) 2,000 VAC being applied between all
terminals for one minute.

在所有端子與端子之間施加 2,000
VAC 測試 1分鐘。

B) 4,000 VAC being applied between all
terminals and frame for one minute.

在端子與塑膠本體之間施加 4,000
VAC 測試 1分鐘。

IEC 60320-1, Section 15 
Contact Resistance
接觸阻抗

(A) For Socket only

30 mΩ max.
30 mΩ以內。

(B) For Fuseholder only

10 mΩ max.

10 mΩ以內。

Mate connectors, apply maximum voltage 
of 5 V and a current of 100 mA. 

將連接器匹配後，以測試電壓最大5 V，
電流最大100 mA。 

IEC 60127-6 

Temperature Rise 
溫昇測試

85℃max. 

溫度85℃以下。 

A sustained dissipation 1.6 W /10A is 
passed through the specimen, measure 3 
successive readings, at least 10 min apart, 
unit temperature stability. 

樣品持續施加1.6W/10A電流，在溫度穩
定後量測3次數值，中間最少間隔10分鐘。

IEC 60127-6, SECTION 13 
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4. Test Requirement and Procedures 測試條件及程序 
 

Mechanical Requirements 機械特性要求 

Item Requirement Test Methods 
Pull Force of 
Terminal 
端子推出力 

No movement 
exceeding 2.5 mm. 

移動 2.5 mm以下。 

The specimen shall be heated to 
temperature of 70 ℃ for 1 hour. Then a 
static load of 60 N is applied to the pins for 
one minute. 

加熱樣品至70 ℃維持 1小時，然後施加
60牛頓於插梢持續 1分鐘。 

IEC 60320-1, Section 13 
Ball-Pressure Test
球壓測試 

Measure the diameter 
of the impression shall 
not exceed 2 mm. 

壓痕直徑最大 2 mm。

The specimen shall be stored at a 
temperature of 125 ± 2 ℃, a steel ball of 
5 mm diameter is pressed against the 
surface of the specimen with a force of 20 
N for 1 hour. 

產品放在 125 ± 2 ℃的加熱室內，用一
直徑 5 mm的鐵球、作用力20 N，對產
品表面施壓1小時。 

IEC 60320-1, Section 24 

Push-out test 
面板推出測試 
 

(For Panel Only) 

Specimen cannot be 
push out from the 
panel. 

樣品不會被推出面
板。 

The specimen shall be mounted on a panel, 
then apply a static load of 90N from the 
back of the specimen for one minute.  
樣品固定在面板上，然後施加 90N於樣

品背部持續1分鐘。 
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4. Test Requirement and Procedures 測試條件及程序 
 

Environment Requirements 環境要求 

Item Requirement Test Methods 

For socket only. 
Expose the specimens to 40±2 , 91 ~ 95 ℃

% R.H. for 168 hours. 

樣品放在溫度40±2 ℃、相對溼度91~95%
之測試槽內168小時。 

IEC 60320-1, Section 14 

Moisture 
Resistance 

防潮 

No damage. 

無任何損傷。 

For Fuseholder only. 
Expose the specimens to 40±2 , 91 ~ 95 ℃

% R.H. for 48 hours. 

樣品放在溫度40±2 ℃、相對溼度91~95%
之測試槽內48小時。 

IEC 60127-6, Section 11 
Resistance to Heat

耐熱性 

No damage. 

無任何損傷。 
The specimen shall be stored at a 
temperature of 100 ± 2 ℃ for 1 hour. 

樣品放在100 ± 2 ℃的測試槽內1小時。

IEC 60320-1, Section 24 
Solderability 

焊錫性 

Solder coverage more 
than 90 %. 
端子需披覆錫 90 ﹪
以上。 

Manual Soldering 烙鐵焊接 

Soldering temperature 380 ± 5 ℃, 
duration 2~3 sec. 
烙鐵溫度 380 ± 5 ℃，焊接 2~3秒。

IEC 60068-2 

Resistance to 
Solder Heat 

抗焊錫熱 

No damage. 

無任何損傷。 

Manual Soldering 烙鐵焊接 
Soldering temperature 400 ± 5 ℃, 
duration 5 ± 1 sec. 
烙鐵溫度 400 ± 5 ℃，焊接 5 ± 1
秒。 

IEC 60068-2 
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5. Test Sequences 測試順序 
 
The test sequences are defined as following. 測試順序如下： 
 

Test Group 

Socket FuseholderTest Description 

1 2 3 Supplemental 
 Test 1 2 

Insulation Resistance 絕緣阻抗  2   2  

Electric Strength 耐電壓強度  3   3  

Contact Resistance 接觸阻抗  4    1 

Temperature Rise 溫昇測試      2 

Pull Force of Terminal 端子推出力 1      

Ball-Pressure Test 球壓測試   2    

Push-Out test 面板推出測試 2      

Moisture Resistance 防潮  1   1  

Resistance to Heat 耐熱性   1    

Solderability 焊錫性    1   

Resistance to Solder Heat 抗焊錫熱 3      

Sample Size for Each Group 3 3 3 3 3 3 

 
6. Certified safety 認證安規 

 
UL / CUL / VDE / ENEC / CCC 

















CERTIFICATE FOR CHINA COMPULSORY PRODUCT CERTIFICATION 

No. : 2003010204074306 

NAME AND ADDRESS OF THE APPLICANT 
INALWAYS ELECTRONIC(DONGGUAN) CO. , LTD. 

Si huan Road, Xi anxi Vill age, Chang' an Town, Dongguan 

NAME AND ADDRESS OF THE MANUFACTURER 
INALWAYS ELECTRONIC(DONGGUAN) CO., LTD. 

Si huan Road, Xi anxi Vi l l age, Chang'an Town , Dongguan 

NAME AND ADDRESS OF THE FACTORY 
INALWAYS ELECTIWN IC (DONGGUAN) CO. , LTD. 

Sihuan Road, Xi anxi Village, Chang'an Town, Dongguan 

NAME, MODEL AND SPECIFICATION 
IDA 250V Appl iance Inl et for Cl ass I Equipment for Co l d
 

Cond i tions; lOA 250V Appl iance Inl et for Class I Equi pment for Cold
 
Cond i ti ons with FUSE- HOLDERS
 

0707- L 0707-2 , 07 11 , 0711-1 , 0 71 1 - 1 1 ~ S , 07 11 - 1 1 ~S-PQ , 07 11-1RS- PS, 071 1

IRS -PSG, 0711-~ , 07 11- SCQ, 07 11- SCS, 071 1- SPQ, 071 1- SPS, 0714, 07 14- 1,
 

071f[ -P LOA 25 0 V~ ; 07 17 , 0717- }' 07 17-1 S, 0717- 2, 0717- 2S 101\ 2 5 0V~
 

THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS 
G13 17465. 1- 2009 

This i s t o cer t i fy that t he above ment ioned product s have met the
 
requi r ement s of i mpl ement ation r ul es f or compul sor y cer tif i cat i on(REF
 

NO. CNCA-OIC-006:2011).
 

Date of i ssue : Apr. 19, 2012 Dat e of expi r y: Oct. 13,2014 

Validi ty of t hi s cert i f icat e is subject to posit ive r es ult of t he r egul ar 
fol low up in spect i on by is sui ng cert i f ication body unt i l t he expiry date. 

Date of or iginal cert i ficat ion : Aug. 04, 2003 

Thi s cert if i cat e can be veri f i ed th rough CNCA' s we bsite: www.cnca.gov.cn 

President:
 

Section 9,No.188,Nansihuan Xilu, Beijing 100070 P.R.China 

http://www.cqc.com.cn 

Q 0535462 



核准 審核 制作

客戶名稱 產品名稱 文件編號

客戶料號 華瑋料號 文件版本

抽樣標準
 允收水準 CR = 0
 MA = 0.1

 MI = 0.25
 客制編號

CR (嚴重) MA (主要) MI (次要)

V

V

V

V

V

V

V

V

V

檢驗編號 尺寸規格 Cav#___ Cav#___ Cav#___ Cav#___ Cav#___ Cav#___ Cav#___ Cav#___ 判定

1 14.00±0.2

2 4.00±0.2

3 24+0.5/-0

4 16+0.5/-0

5 46.4±0.3

6 27.0±0.3

7 12+1/-0.5

8 15+0.5/-0

工程圖面

工程圖面

9. 其它:  __________________

7. 膜厚測試
□ 測試

□ N/A

高壓測試儀

□ 扭力規格: 8kgf-cm

□ 特殊規格: _________kgf-cm

□ N/A

6. 拔出力測試

5. 扭力測試

工程圖面

目視

工程圖面

工程圖面

工程圖面

目視 / 點數

目視

目視

工程圖面

工程圖面

宇路吳宗亮郝哲菊

目視

檢驗方式 / 允收標準

□ 出貨標籤之客戶料號、料號與送貨單資料及實物相符

□ 出貨數量與出貨單數量须相符，箱麥標示需正確

判定
缺點類別

檢驗項目

1. 紙箱外觀、料號、數量與

箱麥確認

檢驗內容

□ 紙箱表面不可有壓垮、變形或破損、水漬、碰撞損壞

出貨檢驗規範

AC  SOCKET

0717-1S-PQ12N-A

RAPID

/

MIL-STD-105E單次正常II級抽樣


目視

目視

目視

目視

目視

□ 電鍍規格: 打鎳底2.5um以上，鍍錫3.0um以上

□ 電鍍規格: 打銅底2.5um以上，鍍鎳3.0um以上

□ 電鍍規格: 打鎳底2.5um以上，鍍霧錫3.0um以上

□ SHEET F(10A): 全PIN最大50N，單PIN最小1.5N

□ SHEET J(16A): 全PIN最大60N，單PIN最小2N

□ N/A

8. 刻字檢驗(Rating、料號、極性接地標示、INALWAYS

Logo、認證安規標志、模具編號…).

4. 耐電壓&絕緣阻抗測試(依承認書測試倏件)

2. 產品外觀檢測
□ 線材鉤焊端需完全包覆不可裸露或破損，松脫

□ 熱縮導管需熱縮到位

□ 線材絕緣皮層不可破損，刮傷

□ 主面外觀：射料不足、塑膠破損、髒污異色、毛邊、結合線、削傷、撞傷

□ 次表面外觀：射料不足、塑膠破損、髒污異色、毛邊、結合線、削傷、撞傷

□ 端子錯置  □端子壓垮  □端子漏植  □端子未定位  □端子晃動  □端子漏加壓  □卡鉤拉歪  □卡鉤斷裂

工程圖面

3. 尺寸檢驗(mm)

工程圖面

工程圖面

工程圖面

檢驗方式 / 允收標準

工程圖面

工程圖面

工程圖面

工程圖面
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Description 1 of 2

T8550VBAAA

Double pole, ON OFF, Rocker switch

X

12.9

21.0

15.0

5.1 
22.5

9.02.0

9.0

14.0 

6.0

9.5
8.53.5R1.0

R0.8

1a

3b

2a

4b

Solder

Bezel Cut-Out

Side profile Terminal style

Rocker profile

Terminal Identification Circuit Identification

1a 2a

Panel thickness Dimension X

0.75 - 1.24 26.1/26.2

1.25 - 1.99 26.3/26.4

2.00 - 3.00 26.7/26.8

3b 4b
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T8550VBAAA

Double pole, ON OFF, Rocker switch

MATERIALS

ROCKER MARKING

BODY MARKING

APPROVALS/RATINGS

Component Material Colour Marking Flammability Rating

Body Nylon Black See below UL94-V2

Rocker Nylon Black See below UL94-V2

Terminals Copper Alloy

Contacts Silver Alloy

Approval Body Specification Certificate No. Rating

EN61058-1 137198 10(6)A, 250V ac T125
6(4)A, 250V ac T125, 5E4 (50,000 operations)

UL 1054 E45221 15A Non Ind 250V ac
14A Ind 250V ac
10A 277V ac
1/2HP 250V ac 
1/4HP 125v ac 

CompliantRoHS

Side A Side B

Printed in white


















