Jmm Round Super Blue LED
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mFeatures mOutline Dimension
* High Luminous LEDs g
* Imm Round Standard Directivity -
™,

¥ Superior Weather-resistance

* UV Eesistant Epoxy

* Water Clear Type

mApplications

& Electromic Signs And Signals

o Small Area Mlumdnations

* Back Lighting
* (Chiher Lighting

mAbsolote Maximum Rating
Tiem Symibal Value

DO Forward Currest I
Palse Forward Curreni® I= 1041
Reverse Voliage '
Power Dissipation Po 108
Orperating Temperature Topr M) - +85 T
Storage Temperature Tatg Al +1i00 T
Lead Soldering Temperathare Teal T S -
“Pulse width Max. 10ms Dy ratie max 1710
mElectrical -Optical Characteristics (Te=25C)

liem symbol | Condition | Min, | Typ, | Max, | Unit
I3 Forward Voliage Wi [p=2mA 149 .l ER{] W
I Beverse Carrent [x Wp=5W - in pA
Dyoni. Wavelengih® F [p=TnA 465 ] 475 EiE
Luminous Indensity* Iv [=HmA 4HM | S50KF - meid
50¢% Poower Angle 201 [p=ZF0mA an - deg

*1 Tolerases of domisant wavelength is +1nm
*2 Toleramee of lamirsas infensity is £1 5%

l:Anode
2Cathode

Unit=mm
Tolerance:+(.3mm
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