
Assembly - Top View

Box - Inside View

Lid - Inside View

SECTION A-A
End View of Assembly

SECTION B-B
Side View of Assembly

Inner Panel

RL6215
Material: ABS (UL94-HB),  Light Gray color
Lid Screws: M2.6 x 18

Suggested Lid Screw Torque: 30 ozf-in (21 cN-m)
Circuit Board Screws, 4 Supplied (M2.6 self tap)
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[4.92 in]
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[2.44 in]
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.30 mm
[.01 in]

(Inlay Depth)

27.20 mm
[1.07 in]
(Inner Wall height)

3.00 mm
[.12 in]

 4X

100.00 mm
[3.94 in]

118.55 mm
[4.67 in]

(Inner Box Length)

73.55 mm
[2.90 in]

(Inner Box Width)

29.40 mm
[1.16 in]

(Inner Box Height)
2.00 mm
[.08 in]
(Wall Thickness)

5.00 mm
[.20 in]

4.00 mm
[.16 in]
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[4.92 in]

107.00 mm
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[1.57 in]

7.00 mm
[.28 in]

2.00 mm
[.08 in]

5.00 mm
[.20 in]

3.00 mm
[.12 in]

2.00 mm
[.08 in]

7.00 mm
[.28 in]

RL6215

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc.)
Contact Factory       mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.
 


